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§150.1

WARNING SIGNS

150.622 What are the warning sign require-
ments?

CONFINED SPACE SAFETY

150.623 What are the requirements for pro-
tecting personnel from hazards associ-
ated with confined spaces?

BLOOD-BORNE PATHOGENS

150.624 What are the requirements for pro-
tecting personnel from blood-borne
pathogens?

HAZARD COMMUNICATION PROGRAM

150.625 What must the hazard communica-
tion program contain?

150.626 What is the hazard communication
program used for?

150.627 Must material safety data sheets be
available to all personnel?

150.628 How must the operator label, tag,
and mark a container of hazardous mate-
rial?

Subpart H—Aids to Navigation

150.700 What does this subpart do?

150.705 What are the requirements for main-
taining and inspecting aids to naviga-
tion?

150.710 What are the requirements for sup-
plying power to aids to navigation?

150.715 What are the requirements for lights
used as aids to navigation?

150.720 What are the requirements for sound
signals?

Subpart I—Reports and Records
150.800 What does this subpart do?

REPORTS

150.805 What reports must be sent both to a
classification society and to the Coast
Guard?

150.810 Reporting a problem with an aid to
navigation.

150.812 What is the purpose of reporting cas-
ualties on deepwater ports?

150.815 How must casualties be reported?

150.820 When must a written report of cas-
ualty be submitted, and what must it
contain?

150.825 Reporting a diving-related casualty.

150.830 Reporting a pollution incident.

150.835 Reporting sabotage or subversive ac-
tivity.

RECORDS
150.840 What records must be kept?
150.845 Personnel records.

150.850 How long must a declaration of in-
spection form be kept?
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Subpart J—Safety Zones, No Anchoring
Areas, and Areas to Be Avoided

150.900 What does this subpart do?

150.905 Why are safety zones, no anchoring
areas, and areas to be avoided estab-
lished?

150.910 What installations, structures, or
activities are prohibited in a safety zone?

150.915 How are safety zones, no anchoring
areas, and areas to be avoided estab-
lished and modified?

150.920 How can I find notice of new or pro-
posed safety zones?

150.925 How long may a safety zone, no an-
choring area, or area to be avoided re-
main in place?

150.930 What datum is used for the geo-
graphic coordinates in this subpart?

150.940 Safety zones for specific deepwater
ports.

AUTHORITY: 33 U.S.C. 1231, 1321(j)(1)(C),
(3 (®4), (j)(6), (m)(2); 33 U.S.C. 1509(a); E.O.
12777, sec. 2; E.O. 13286, sec. 34, 68 FR 10619;
Department of Homeland Security Delega-
tion No. 0170.1(70), (73), (715), (80).

SOURCE: USCG-1998-3884, 71 FR 57651, Sept.
29, 2006, unless otherwise noted.
EDITORIAL NOTE: Nomenclature changes to

part 150 appear by USCG-2010-0351, 75 FR
36284, June 25, 2010.

Subpart A—General

§150.1 What does this part do?

This part provides requirements for
the operation of deepwater ports.

§150.5 Definitions.

See §148.5 of this chapter for the defi-
nition of certain terms used in this
part.

§150.10 What are the general require-
ments for operations manuals?

(a) BEach deepwater port must have
an operations manual that addresses
policies and procedures for normal and
emergency operations conducted at the
port. The operations manual must, at a
minimum, include the requirements
outlined in §150.15.

(b) The operations manual is re-
viewed and approved by the Com-
mandant (CG-5), who may consult with
the local Officer in Charge of Marine
Inspection (OCMI), as meeting the re-
quirements of the Act and this sub-
chapter. The original manual is ap-
proved as part of the application proc-
ess in part 148 of this chapter.
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Coast Guard, DHS

(c) The OCMI may approve subse-
quent changes to the operations man-
ual, provided the Commandant (CG-5)
is notified and consulted regarding any
significant modifications.

(d) The manual must be readily avail-
able on the deepwater port for use by
personnel.

(e) The licensee must ensure that all
personnel are trained and follow the
procedures in the manual while at the
deepwater port.

§150.15 What must the operations
manual include?

The operations manual required by
§150.10 must identify the deepwater
port and include the information re-
quired in this section.

(a) General information. A description
of the geographic location of the deep-
water port.

(b) A physical description of the port.

(c) Engineering and construction in-
formation, including all defined codes
and standards used for the port struc-
ture and systems. The operator must
include schematics of all applicable
systems. Schematics must show the lo-
cation of valves, gauges, system work-
ing pressure, relief settings, moni-
toring systems, and other pertinent in-
formation.

(d) Communications system. A descrip-
tion of a comprehensive communica-
tions plan, including:

(1) Dedicated frequencies;

(2) Communication alerts and notices
between the deepwater port and arriv-
ing and departing vessels; and

(3) Mandatory time intervals or com-
munication schedules for maintaining
a live radio watch, and monitoring fre-
quencies for communication with ves-
sels and aircraft.

(e) Facility plan. A layout plan for the
mooring areas, navigation aids, cargo
transfer locations, and control sta-
tions.

(f) The hours of operation.

(g) The size, type, number, and simul-
taneous operations of tankers that the
port can handle.

(h) Calculations, with supporting
data or other documentation, to show
that the charted water depth at each
proposed mooring location is sufficient
to provide at least a net under keel

§150.15

clearance of 5 feet, at the mean low
water condition.

(i) Tanker mavigation procedures. The
procedures for tanker navigation, in-
cluding the information required in
paragraphs (i)(1) through (i)(9) of this
section.

(1) The operating limits, maneu-
vering capability, draft, net under keel
clearance, tonnage, length, and breadth
of the tanker that will be accommo-
dated at each designated mooring.

(2) The speed limits proposed for
tankers in the safety zone and area to
be avoided around the port.

(3) Any special navigation or commu-
nication equipment that may be re-
quired for operating in the safety zone
and area to be avoided.

(4) The measures for routing vessels,
including a description of the radar
navigation system to be used in oper-
ation of the deepwater port:

(i) Type of radar;

(ii) Characteristics of the radar;

(iii) Antenna location;

(iv) Procedures for surveillance of
vessels approaching, departing, navi-
gating, and transiting the safety zone
and area to be avoided;

(v) Advisories to each tanker under-
way in the safety zone regarding the
vessel’s position, port conditions, and
status of adjacent vessel traffic;

(vi) Notices that must be made, as
outlined in §150.325, by the tanker mas-
ter regarding the vessel’s characteris-
tics and status; and

(vii) Rules for navigating, mooring,
and anchoring in a safety zone, area to
be avoided, and anchorage area.

(5) Any mooring equipment needed to
make up to the single point mooring
(SPM).

(6) The procedures for clearing tank-
ers, support vessels, and other vessels
and aircraft during emergency and rou-
tine conditions.

(7) Weather limits for tankers, in-
cluding a detailed description of how to
forecast the wind, wave, and current
conditions for:

(i) Shutdown of cargo transfer oper-
ations;

(ii) Departure of the tanker from the
mooring;

(iii) Prohibition on mooring at the
deep water port or SPM; and
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